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United States Pipe and Foundry Company Plant,    HAER No. AL-32-A 
Melting and Treatment Areas 
Birmingham Industrial District 
2023 St. Louis Ave., at I 20-59 
Bessemer 
Jefferson County 
Alabama 

INDEX TO BLACK AND WHITE PHOTOGRAPHS 

NOTE: Photographs were taken by Jet Lowe, October 21, 1993. 

AL-32-A-1 INTERIOR VIEW WITH BASE OF CUPOLA SHOWING BUSTLE, 
TUYERES AND WATER CASCADE 

AL-32-A-2 INTERIOR VIEW OF IRON TREATMENT (DESULPHURIZATION) 
AREA. MOLTEN IRON PROCEEDS FROM CUPOLA TO IRON 
TREATMENT AREAS BEFORE BEING TRANSFERRED TO PIPE 
CASTING MACHINES 

AL-32-A-3 INTERIOR VIEW, LOOKING EAST, OF MAGNESIUM 
TREATMENT AREA 

AL-32-A-4 INTERIOR VIEW, LOOKING EAST, OF MAGNESIUM TREATMENT 
AREA 

AL-32-A-5 INTERIOR VIEW, LOOKING EAST, OF MAGNESIUM TREATMENT 
AREA 

AL-32-A-6 INTERIOR VIEW, LOOKING EAST, OF MAGNESIUM TREATMENT 
AREA 

AL-32-A-7 INTERIOR VIEW OF MAGNESIUM TREATMENT AREA, LOOKING 
NORTH, WITH 10-TON LADLE POURING MOLTEN IRON INTO 20- 
TON LADLE 

AL-32-A-8 INTERIOR VIEW OF MAGNESIUM TREATMENT AREA, LOOKING 
WEST, WITH 10-TON LADLE POURING MOLTEN IRON INTO 20-TON 
LADLE 

INDEX TO COLOR TRANSPARENCIES 

All color xerographic copies were made from a duplicate color 
transparency 

NOTE:  Photographs were taken by Jet Lowe, October 21, 1993 

AL-32-A-9 (CT) INTERIOR VIEW OF MAGNESIUM TREATMENT AREA, LOOKING 
WEST, WITH 10-TON LADLE POURING MOLTEN IRON INTO 
20-TON LADLE 
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ADDENDUM TO 
UNITED STATES PIPE AND FOUNDRY COMPANY PLANT,    HAER No. AL-3 2-A 
MELTING AND TREATMENT AREAS (Page 2) 
Birmingham Industrial District 
2023 St. Louis Avenue, at 1-20,59 
Bessemer 
Jefferson County 
Alabama 

Note:  Photographs AL-32-A-1 through AL-32-A-9 were previously 
transmitted to the Library of Congress. 

Jet Lowe, Photographer, 1996. 

AL-32-A-10     NORTHEAST ELEVATION OF AFTERBURNER/CUPOLA. 

AL-32-A-11     NORTH CUPOLA FROM SOUTHWEST - MELTHOUSE ENTRY. 

AL-32-A-12     CUPOLA CONTROL ROOM, VIEW OF CUPOLA & TURNTABLE 
THROUGH WINDOW. 

AL-32-A-13     GUNGHO HIGHWAY LOOKING NORTH. 

AL-32-A-14     DETAIL OF TURNTABLE WITH 20 TON LADLES. 

AL-32-A-15     DETAIL OF TURNTABLE POURING 20 TON LADLE. 

AL-32-A-16     IRON TEEMING FROM CUPOLA (UPPER RIGHT CORNER) 
RECENTLY CHARGED LADLE CONTAINING DUCTILE IRON, 
MAGNESIUM IS ADDED TO GRAY IRON TO MAKE DUCTILE 
IRON. 

AL-32-A-17     IRON TEEMING FROM CUPOLA (UPPER RIGHT CORNER) 
DUCTILE IRON LADLE MOVING DOWN TRACK IN 
PREPARATION FOR DISTRIBUTION TO DE LAVAUD 
MACHINES. 

AL-32-A-18     IRON TEEMING FROM CUPOLA (UPPER RIGHT CORNER) 
DUCTILE IRON LADLE MOVING DOWN TRACK IN 
PREPARATION FOR DISTRIBUTION TO DE LAVAUD 
MACHINES, LADLE TRANSFER CRANE ON FAR LEFT. 


